Instruction Sheet

15-538-11/C
elieeliae

Model 4000 and 4050 With Auto/Manual
Low Signal Follower (External Ratio Adjustment)

Dynamatic

Introduction

These instructions relate specifically to the
following Model 4000 and 4050 controllers
which are assembled for Speed Conlrol with
the Auto/Manual Low Signal Follower (Exter-
nal Ratio Adjustment) modification.

Model 4000, 4.3 Amp Controllers:
15-533-1011 Panel Mount
15-535-1011 Standard Enclosure
15-536-1011 Blank Cover

Model 4050, B Amp Controllers:
15-538-0011 Pane! Mount
15-540-0011 Standard Enclosure

Cennection diagram, schematic diagram,
switch programming, plug wiring connection,
adjustment procedure and recommended
spare parts list for these specific assemblies
are contained in this instruction shest. Any
differences between these two controllers are
clearly noted.

Use instruction manual [M-130006-83XX with
this instruction sheet for complete installa-
tion, operation and maintenance instructions.

CAUTION: Above ground electrical poten-
tials can be hazardous. Always disconnect
electrical power before working on the con-
troller.

* Heat sink assembly, HS1, and its wiring ap-
ply only to the Model 4050 contrallers. These
parts are not supplied on Model 4000 control-
lers. The parts are mounted on the 15-530-5
main 4000 board.
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Maodel 4050 Controller Panel with Modification Board 15-446-11
AutoManual Low Signal Follower (External Ratio Adjustment)

DRIVE SOURCE INTERNATIONAL INC.
7900 Durand Avenue, PO. Box 0361,
Sturtevant, Wisconsin, US.A. 53177

Tel.: 262.554.7977 = Foc 262.554.7041

Toll Free: 800.548.2169
E-mail: drivesourceusa com
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Note 1:

This equipment must be installed in com-
pliance with National Electrical Code and
all applicable state and local codes.

Note 2:

Transformer may be supplied as a winding
in the ac motor or as a separate item.
Standard connections to winding in me-
chanical unit and to separate transformer
are both shown above.

Note 3:
To eliminate linear acceleration on man-
ual speed, open contact 4 on 3W9.
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Note 4:

To add linear acceleration to Auto,
contact 1 on SW9.

close

Note 5:
For alternate input signals, program con-
tacts SWB-1, 2, 3 & 4 as shown above.

O Programming & Mod. interconnect plug/
recp.

O Operator's station & PCB interconnect
plug/recp.

Screw terminal

S5ignal comman

Power common

Items furnished only when specified
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